MIAMI-DADE COUNTY, FLORIDA
METRO-DADE FLAGLER BUILDING

BUILDING CODE COMPLIANCE OFFICE (BCCO) 140 WEST FLAGLER STREET, SUITE 1603
PRODUCT CONTROL DIVISION MIAMI, FLORIDA 33130-1563

(305) 375-2901 FAX (305) 372-6339
NOTICE OF ACCEPTANCE (NOA) www.maimidade.gov/buildingcode

Kolbe & Kolbe Millwork Company
1211 Depot Street
Manawa, WI 54949

ScopE:

This NOA is being issued under the applicable rules and regulations governing the use of construction
materials. The documentation submitted has been reviewed by Miami-Dade County Product Control Division
and accepted by the Board of Rules and Appeals (BORA) to be used in Miami Dade County and other areas
where allowed by the Authority Having Jurisdiction (AHJ).

This NOA shall not be valid after the expiration date stated below. The Miami-Dade County Product Control
Division (In Miami Dade County) and/or the AHJ (in areas other than Miami Dade County) reserve the right
to have this product or material tested for quality assurance purposes. If this product or material fails to
perform in the accepted manner, the manufacturer will incur the expense of such testing and the AHJ may
immediately revoke, modify, or suspend the use of such product or material within their jurisdiction. BORA
reserves the right to revoke this acceptance, if it is determined by Miami-Dade County Product Control
Division that this product or material fails to meet the requirements of the applicable building code.

This product is approved as described herein, and has been designed to comply with the Florida Building
Code, including the High Velocity Hurricane Zone.

DESCRIPTION: Series “V707 HS” White PVC Horizontal Sliding Window — L.M.L

APPROVAL DOCUMENT: Drawing No. FL 00337, titled “V707HS White PVC Horizontal Sliding
Window”, sheets 1 through 4 of 4, dated 12/09/07with revision A dated 9/16/08, prepared by manufacturer,
signed and sealed by Luis R. Lomas, P.E., bearing the Miami-Dade County Product Control Approval stamp
with the Notice of Acceptance number and approval date by the Miami-Dade County Product Control
Division,

MISSILE IMPACT RATING: Large and Small Missile Impact Resistant

L ABELING: Each unit shall bear a permanent label with the manufacturer's name or logo, city, state and
following statement: "Miami-Dade County Product Control Approved", unless otherwise noted herein.
RENEWAL of this NOA shall be considered after a renewal application has been filed and there has been
no change in the applicable building code negatively affecting the performance of this product.
TERMINATION of this NOA will occur after the expiration date or if there has been a revision or change
in the materials, use, and/or manufacture of the product or process. Misuse of this NOA as an endorsement of
any product, for sales, advertising or any other purposes shall automatically terminate this NOA. Failure to
comply with any section of this NOA shall be cause for termination and removal of NOA.
ADVERTISEMENT: The NOA number preceded by the words Miami-Dade County, Florida, and followed
by the expiration date may be displayed in advertising literature. If any portion of the NOA is displayed, then
it shall be done in its entirety.

INSPECTION: A copy of this entire NOA shall be provided to the user by the manufacturer or its
distributors and shall be available for inspection at the job site at the request of the Building Official.

This NOA consists of this page 1 and evidence page E-1, as well as approval document mentioned above.
The submitted documentation was reviewed by Manuel Perez, P.E.

NOA No. 08-0324.14

MIAMI-DADE COUNTY Expiration Date: October 30, 2013
Approval Date: October 30, 2008
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Kolbe & Kolbe Millwork Company

NOTICE OF ACCEPTANCE: EVIDENCE SUBMITTED

A. DRAWINGS
1. Manufacturer's die drawings and sections.
2. Drawing No FL 00337, Sheets 1 through 4 of 4, titled “Series V707HS White PVC
Horizontal Sliding Window”, dated 12/09/07 with revision A dated 9/16/08, prepared
by manufacturer, signed and sealed by Luis R. Lomas, P.E. '

B. TESTS
1. Test reports on: 1) Air Infiltration Test, per FBC, TAS 202-94
2) Uniform Static Air Pressure Test, Loading per FBC TAS 202-94
3) Water Resistance Test, per FBC, TAS 202-94
4) Large Missile Impact Test per FBC, TAS 201-94
5) Cyclic Wind Pressure Loading per FBC, TAS 203-94
6) Forced Entry Test, per FBC 2411 3.2.1, TAS 202-94
along with marked-up drawings and installation diagram of a series V707HS white
PVC horizontal sliding window, prepared by National Certified Testing Laboratories,
Test Report No. NCTL-110-10633-9, dated 09/13/06, signed and sealed by Harold E.
Rupp, P.E.

C. CALCULATIONS
1. Anchor verification calculations and structural analysis, complying with FBC-2004,
dated 11/26/07, prepared, signed and sealed by Luis R. Lomas, P.E.
Complies with ASTM E1300-02

D. QUALITY ASSURANCE
1. Miami Dade Building Code Compliance Office (BCCO).

E. MATERIAL CERTIFICATIONS
1. Notice of Acceptance No. 05-1208.02 issued to E.I. DuPont DeNemours & Co., Inc.
for their “DuPont Butacite PVB Interlayer” dated 01/05/06, expiring on 12/11/10.
2. Notice of Acceptance No. 07-0517.07 issued to Thermoplast, Inc. for their “White
Rigid PVC Exterior Profile Extrusions for Windows and Doors” dated 07/05/07,
expiring on 07/05/12.

F. STATEMENTS
1. Statement letter of conformance and no financial interest, dated December 15, 2007,

signed and sealed by Luis R. Lomas, P.E.

G. OTHER
1. None.

NOA No. 08-0324.14

Expiration Date: October 30, 2013
Approval Date: October 30, 2008



REVISIONS

REV DESCRIPTION DATE APPROVED
72" MAX. WIDTH A | UPDATED PER M.D. COMMENTS 9/16/08 R.L.
) 37 MAX.
8" MAX. 0C
. , NOTES:
4" MAX. —= 37 MAX. - 47 MAX.
*‘ Jv *l 1) THE PRODUCT SHOWN HEREIN IS DESIGNED AND MANUFACTURED TO
| | | ) | | COMPLY WITH REQUIREMENTS OF THE FLORIDA BUILDING CODE INCLUDING
THE HVHZ
4" MAX. = 2)  WOOD FRAMING AND MASONRY OPENING TO BE DESIGNED AND ANCHORED
T~- — TO PROPERLY TRANSFER ALL LOADS TO STRUCTURE. FRAMING AND
. MASONRY OPENING IS THE RESPONSIBILITY OF THE ARCHITECT OR
i ENGINEER OF RECORD.
3)  CONTRACTOR IS RESPONSIBLE FOR MAINTAINING STRUCTURAL INTEGRITY OF
— — WINDOW OPENING AND ALL WOOD FRAMING AROUND WINDOW.
8" // / 4)  UNITS MUST BE GLAZED WITH 7/8” IGU CONSISTING OF: 1/8” ANNEALED
MAX. 0.C. INTERIOR PANEL — AIR — LAMINATED EXTERIOR PANEL CONSISTING OF
T L 1/8” ANN — .090 DUPONT BUTACITE PVB — 1/8” ANN PER ASTM E1300.
48 , 42 7/8" 5)  APPROVED IMPACT PROTECTIVE SYSTEM IS _NOT REQUIRED FOR THIS
H“EAIAGXHT X » 31.5 o MAX. PRODUCT IN AREAS WHERE WIND BORNE DEBRIS PROTECTION IS REQUIRED.

_ D.LO. 6) SHIM AS REQUIRED AT EACH INSTALLATION ANCHOR WITH LOAD BEARING
SHIM. SHIM WHERE SPACE OF 1/16" OR GREATER OCCURS. MAXIMUM
Bl_ / B ALLOWABLE SHIM STACK TO BE 1/4"
7)  FOR ANCHORING INTO WOOD FRAMING OR 2X BUCK USE #8 WOOD SCREW
WITH SUFFICIENT LENGTH TO ACHIEVE A 1 3/8" MINIMUM EMBEDMENT INTO
SUBSTRATE. LOCATE ANCHORS AS SHOWN IN' ELEVATIONS AND INSTALLATION

0 DETAILS.
8) FOR ANCHORING INTO MASONRY USE 3/16” ITW TAPCONS WITH SUFFICIENT
J—-— 8.25" - LENGTH TO ACHIEVE A 1 1/4” MINIMUM EMBEDMENT INTO SUBSTRATE WITH

F 2 5/8” MINIMUM EDGE DISTANCE. LOCATE ANCHORS AS SHOWN IN
ELEVATIONS AND INSTALLATION DETAILS.

9) ALL FASTENERS TO BE CORROSION RESISTANT.
SPRING LOADED A l 10) INSTALLATION ANCHORS SHALL BE INSTALLED IN ACCORDANCE WiTH

—~| 8.25"
LOCK (INSIDE) ANCHOR MANUFACTURER’S INSTALLATION INSTRUCTIONS, AND ANCHORS
52 063" MAX. D.LO SHALL NOT BE USED IN SUBSTRATES WITH STRENGTHS LESS THAN THE
' S MINIMUM STRENGTH SPECIFIED BELOW:
V707HS A. WOOD ~ MINIMUM SPECIFIC GRAVITY OF G=0.42
prm— B. CONCRETE — MINIMUM COMPRESSIVE STRENGTH OF 3,200 PSI.
XO CONFIGURATION C. MASONRY — STRENGTH CONFORMANCE TO ASTM C-90, GRADE N, TYPE
e X8 i (OR GREATER).

11) ALLOWABLE STRESS INCREASE OF 1/3 WAS NOT USED IN THE DESIGN OF
DESIGN PRESSURE RATING | IMPACT RATING JSED SOR WI0OD ANCHOR CALCULATIONS. o TACTOR Gemio TS

LARGE AND SMALL 12) FRAME AND SASH MATERIAL: PVC

+ 60.0 PSF VISSILE IMPACT 13) APPROVED CONFIGURATIONS: OX AND XO.
14) WHITE PVC TO BE LABELED WITH AAMA CERTIFICATION LABEL, EXTRUDER
NAME, CODE CITY AND "MDCA”.
TABLE OF CONTENTS KOLBE & KOLBE MILLWORK
SHEET NO. DESCRIPTION ] A A e s 4
1 ELEVATION AND GENERAL NOTES ) :
_gﬂ g& V707HS WHITE PVC HORIZONTAL SLIDING WINDOW

2 CROSS SECTIONS AND B.O.M. %w&@& ELEVATIONS AND NOTES
3 INSTALLATION DETAILS ) ;[ ORAWN: DWG NO. Luis R. Lomas F.E
4 COMPONENTS R.L. FL 00337 A Florida Ne¢. 62514

SCALE NTS

DATE 12 /09 /07



PARTS LIST REVISIONS
PART NUMBER DESCRIPTION MANUFACTURER MATERIAL 31 REV DESCRIPTION DATE APPROVED
4254 MULLION THERMOPLAST INC | WHITE PVC 37 A | UPDATED PER M.D. COMMENTS 9/16/08 | R.L.
4202 FRAME THERMOPLAST INC | WHITE PVC ;-
4008 SILL COVER THERMOPLAST INC | WHITE PVC - “l
4084A SASH INTERLOCK THERMOPLAST INC | WHITE PVC 27 : )
4027A SASH FRAME THERMOPLAST INC | WHITE PVC = S 8) (36) (4
4299 JAMB ADAPTER THERMOPLAST INC | WHITE PVC 2 ©
4219 SILL ADAPTER THERMOPLAST INC | WHITE PVC 18 ] A INTERIOR
4022 7/8” GLAZING BEAD THERMOPLAST INC | WHITE PVC I I | P, 1
4010 SASH STOP THERMOPLAST INC | WHITE PVC \//
4013 7/8" GLAZING BEAD THERMOPLAST INC | WHITE PVC © © k0 1
7/16" SCREEN FRAME — EXTERIOR
HF-7320-187 WHEATHERSTRIP SCHLEGEL
PB-8830-187 WHEATHERSTRIP SCHLEGEL EXTERIOR S - J@
DPAB WHEATHERSTRIP 1.062~200FIN SCHLEGEL ==
SETTING BLOCK 7/8" X 1 X 1/8 80 DUROMETER EXTERIOR
808-0018 TILT LATCH THERMOPLAST INT N (5 3 60 (53
4076 ROLLERS THERMOPLAST
995 STRUCTURAL SEALANT DOW CORNING e O
SL047500 LOCK ROTO SECTION B-B
5L047550 KEEPER ROTO (3)
SCREEN SPRING @ 875"
GLAZING TAPE 5" X 1/6” @ 09" DUPONT BUTACITE PVB —fj|-— | /8" ANN
4052 MULLION CONNECTOR 1/8” ANN — =
4053 SCREEN SUPPORT 1/8" ANN —= Hl
K SIRIHS PH 46 X 17 @ EXTERIOR INTERIOR
KEEPER SCREWS FH #6 X 1 1/2”
2222 MULLION CONNECTOR SCREWS ] \
SCREEN SUPPORT FH #8 X 1/2” 5" BITE X D
97-03-00-00 | VALVE GEARMOLD f 2 CRUCTURAL SeaLanT
A112-02M096 MULLION REINFORCEMENT ALUMINUM 6063-T5 SECTION AA STRDUOCVJUE(/;IF_QN?II\‘L(I;C?;E / DOW CORNING 995
RECEPTACLE SCREWS FH #10 X 2"
TILT LATCH SCREWS FH #8 X 17 SETTING BLOCK GLAZING DETAIL

A110-02M096 SASH REINFORCEMENT ALUMINUM 6063-T5

REINFORCEMENT SCREWS fH #10x2”

KOLBE & KOLBE MILLWORK

MULLION SCREWS PH #10 X 3” 1211 DEPOT ST

L
i X 3
7

ng with the

MANAWA, Wi 54949

A111-02M096 MEETING RAIL REINFORCEMENT ALUMINUM 6063~15

V707HS WHITE PVC HORIZONTAL SLIDING WINDOW

“i =

4560 INSTALLATION STRIP STEEL G60

CROSS SECTIONS AND B.O.M.
DRAWN: DWG No. REV
R.L. FL 00337 A

PATE 12/09/07 SHEET2 OF 4

Luis R. Lomas P.E.
Florida Nao. 62514




REVISIONS
gésggigf?/é:ONCRETE ,\BAYAsgngYF{SCONCRETE REV DESCRIPTION DATE APPRQVED
- 2 5/8” MIN A UPDATED PER M.D. COMMENTS 9/16/08 R.L.
3" EDGE DISTANCE » Vo
P q
— <
A v v < * i’ 4 v
§ g v v g v
< . 4 v *
37 ] < v 9| 1 1/4 2 =
_ LR N 1 1 3/8"
t | MIN. EMS.
25" max. ! 25" MAX. | }
v @ SHIM SPACE SHIM SPACE | e L 25 ax. 55 MAY. 1 38"
- lr\l INSTALLATION STRIP Ir\l INSTALLATION STRIP - 48 WOOD SCREW .
U 1X BUCK PT U WOOD FRAMING N 4
>3
EXTERIOR NTERIOR . OOE DISTANCE a 3/167 TAPCON -
EXTERIOR INTERIOR { A . A—
| FOR WEEPHOLES INSTALLATION STRIP
_ WOOD FRAMING > S N i <
FOR WEEPHOLES LOCATION SEE OR 2X BUCK 4
B COCATION SE 1X BUCK PT NOTE 1 AND 2 8Y OTHERS : INTERIOR 1
5| NOTE 1 AND 2 INSTALLATION STRIP INSTALLATION STRIP ¥ 5@9
| L <7
— N UY SHomme 3/16" TAPCON #8 WOOD SCREW 4
NY i § &
25" MAX. 25" MAX. = 4 <
‘ SHIM SPACE SHIM SPACE‘ X ;
= * | ” —
i 1 3/8 R 4
- § . MIN. EMB. WOOD FRAMING a
S s al /s . ? v N 1X BUCK PT OR 2X BUCK
MIN. EMB. = >
o a 5 N S . v N\ MASONRY/ EXTERIOR
s a f _ 5, CONCRETE MASONRY /
L 4 4 b & > BY OTHERS CONCRETE
— A 4 s BY OTHERS
2 5/8" MIN.
EDGE DISTANCE HORIZONTAL SECTION
INSTALLATION DETAILS
VERTICAL SECTION VERTICAL SECTION 1X BUCK, WOOD FRAMING OR 2X BUCK
INSTALLATION DETAILS INSTALLATION DETAILS
1X BUCK WOOD FRAMING OR 2X BUCK

1.—

2.~

NOTES:

17X 3/16" WEEP HOLE LOCATED AT EACH
END OF INTERIOR SILL TRACK.

3/4"% 1/8" WEEP HOLE LOCATED 17
FROM EACH END OF EXTERIOR SILL TRACK

AND 3" FROM EACH END OF BOTTOM RAIL.

KOLBE & KOLBE MILLWORK

1211 DEPOT ST
MANAWA, WI 54949

V707HS WHITE PVC HORIZONTAL SLIDING WINDOW

INSTALLATION DETAILS

DWG NO.

FL 00337

SHEET3 OF 4

DATE 17 /09 /07

Luis R. .omas P.E.
Flarida No. 62514



REVISIONS

REV DESCRIPTION

DATE APPROVED

UPDATED PER M.D. COMMENTS

9/16/08 R.L.
—~| 1.488" |-
245" —»‘ —-— 1.488" |=—
f 1_1 1.512”
| | H 62" L H | .996”1‘——‘ r.571”
901" & 7 '
i

L 0O

787"

0 #

— 1.753 3.68" — =

853" —«—T —

U = A-i J 838"
o8 HE]E gogn 248 U —F 1647 f
| 1] i 1.244" I { 594 1.407’
|l [ ———== i 5 — |
@ MULLION @ FRAME SILL COVER
VINYL PVC .059 THICK

VINYL PVC .069 THICK VINYL PVC .051 THICK

—= 1.629" |-
451" o ‘i 413"
| S ‘1 {’ 297" 311
H 2.081" f ( t 1.528" j:r ‘«
- o | 62" ’} [7 138 "
? 3237 }—
e SILL ADAPTER e 7/8" GLAZING BEAD @ SASH STOP 7/8" GLAZING BEAD

VINYL PVC .069 THICK

00

JAMB ADAPTER

]
SASH INTERLOCK
VINYL PVC .069 THICK

SASH FRAME
VINYL PVC .069 THICK

VINYL PVC .063 THICK

VINYL PVC .059 THICK VINYL PVC .047 THICK VINYL PVC .059 THICK

8357 [v—-[» 1.047" o
1 1 t ot
596" |[] 4417 ﬂf’r—‘tﬁ 6137 :% 613"
T 356" 4 f
@ MULLION REINFORCEMENT SASH REINFORCEMENT RAIL REINFORCEMENT
AL 6063-T5 118 THICK

AL 8063-T5.118 THICK AL 6063-T5.118 THICK

(= 4.201" .—.]

535"

i !

= — lolo @ o ﬂ]

v O —f
! 236"

059" i} =2 Ej

17 2.922 1.236” L
INSTALLATION STRIP
GALVANIZED STEEL G60

CORNER WELD
(ALL SIDES)

/

SASH CORNER
CONSTRUCTION

S CORNER WELD
(ALL SIDES)

N

FRAME CORNER
CONSTRUCTION

KOLBE & KOLBE MILLWORK

1211 DEPOT ST
MANAWA, Wi 54949

V707HS WHITE PVC HORIZONTAL SLIDING WINDOW

%f /.

e

COMPONENTS
DRAWN: DWG NO. REV )
Luis R, Lomas P.E.
R.L. FL 00337 A Florida No. 62514
SCALE NTS DATE 12/09/07 SHEET4 OF 4




